
(Part #’s) 
1. Headlight Switch (1652)
2. Navigation & Instrument Light Switch (1652)
3. Horn Button (2443)
4. Gasoline/Petrol Gauge (1628)
5. Hour Meter (6148)
6. Tachometer (5351)
7. Reverse Thrust Diagnostic Lights (5633)
8. Engine 2 Cylinder Head Temperature (5326)
9. Engine 2 Exhaust Gas Temperature (5327)
10. Volt Meter (5817)
11. 12 Volt Supply Cigarette Plug (5688)
12. Bilge Pump (1652)
13. Ignition Switch (1884)
14. Kill Switch (1052)
15. Reverse Thrust On Off Switch (1652)
16. Reverse Thrust Reset Switch (2431)
17. Choke Lever (7348)
18. Port Reverse Thrust Control Lever (7369)
19. Starboard Reverse Thrust Control Lever (7369)
20. Throttle Grip (6617)
21. Throttle Cruise Control Lock Screw or Lever (7444)
22. Electric Fuel Pump (1652)
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   (Part #’s)  
1.Emergency Light Switch (1652)
2.Headlight Switch (1652)
3.Navigation & Instrument Light Switch (1652)
4. Horn Button (2443)
5. Bilge Pump Switch (1652)
6. Gasoline/Petrol Gauge (1628)
7. Volt Meter (5817)
8. Ignition Switch (1884)
9. Reverse Thrust Diagnostic Lights (5633)

10. Tachometer W/ hour meter (5351)
11. Kill Switch (1052)
12. Engine 2 Cylinder Head Temperature (5326) (CHT)
13. Reverse Thrust On Off Switch (1652)
14. Engine 2 Exhaust Gas Temperature (5327)  (EGT)
15. Reverse Thrust Reset Switch (2431)
16. 12 Volt Supply Cigarette Plug (5688)
17. Electric Fuel Pump Switch (1652) (Fuel Injection Only) Plastic Plug (2449)
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1. Strobe Emergency Light (1652)
2. Headlights (1652)
3. Navigation & Instrument Light Switch (1652)
4. Horn/Siren Button (2443)
5. Gasoline/Petrol Gauge (1628)
6. Engine Cylinder Head Temperature or Water Temperature, depending on

gauge type (water temp gage 6166)
7. Tachometer and hour meter (5350)
8. Reverse Thrust Diagnostic Lights (5633)
9. Engine Exhaust Gas Temperature (5647)
10. Volt Meter (5817)
11. 12 Volt Supply Cigarette Plug (5688)
12. Bilge Pump (1652)
13. Electric Fuel Pump (1652)
14. Ignition Switch (1884)
15. Kill Switch (1052)
16. Reverse Thrust On Off Switch (1652)
17. Reverse Thrust Reset Switch for Calibration (2431)
18. Port Reverse Thrust Control Lever (7369)
19. Starboard Reverse Thrust Control Lever (7369)
20. Throttle Grip (6617)
21. Throttle Cruise Control Lock Screw or Lever (7444)
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1) Strobe Light Switch (1652)
2) Rotating Light Switch (1652)
3) Headlight Switch (1652)
4) Nav Light Switch (1652)
5) Horn Button (2443)
6) Bilge Pump Switch (1652)
7) Fuel Gauge (1628)
8) Ignition Switch (1884)
9) LED Reverse Diagnostic Lights (5633)
10) Tachometer W/ Hour Meter (5351)
11) Kill Switch (1052)
12) EGT and Water Temp Gauge (9285)
13) Reverse Power Switch (1652)
14) Reverse  Reset, Momentary Switch (2431)
15) Volt Meter Gauge (5817)
16) 12V Power Supply (5688)
17) GPS Options Helix 5 (9482) Garmin (9065)









Instructions for configuring the EGT & Water Temperature Gauge,       Matt Rose, 25 July 2018 

MGL Avionics instrument, TC1 Gauge 

Note: 
A. Top scale is chart scaling: do not use this 
B. Set point is the alarm point when the red warning light flashes 
C. Span in the rage of the bar graph  it's the difference between highest and lowest temp  
D. Alarm also goes off at set point 
E. Span is set above the alarm set point 
F.  Knob can be used to do the same things as the Up and Down arrows F1 and F2 

Procedure 

1. Turn instrument on 
2. Press center knob. Screen will read Exit Menu 
3. Press the DOWN arrow F2 and screen will show DISPLAY SETUP 
4. Press the DOWN arrow F2 and screen will show TC Setup  
5. Press center knob  
6. Adjust display contrast by turning knob to indicate approximately 2/3 thirds 
7. Press center knob 
8. Press DOWN arrow F2 to highlight BACKLIGHT 
9. Press and turn center knob to select ON 
10. Press center knob to select 
11. Press DOWN arrow F2 to highlight Display 
12. Press center knob to select Multi/Horizontal 
13. Press center knob to select 
14. Press UP arrow F1 and press center knob to select DONE 
15. Press DOWN arrow F2 to highlight TC SETUP 
16. Press center knob 
17. Press DOWN arrow F2 to select TC CHANNELS 
18. Set to 4 which is the number of thermocouples being used 
19. Press center knob to select 4 
20. Press DOWN arrow F2 to TEMP UNIT 
21. Press center knob 
22. Turn center knob to indicate degree F or degree C (Fahrenheit or Celsius) 
23. Press center knob to select 

Note:  Channel configuration only applies to Multiple Horizontal bar display as selected in DISPLAY SETUP 
This process is used for configuring CH1, CH2, CH3 and CH4 SETUPS 

1.   Press DOWN arrow F2 to select CH 1 SETUP 

2.    Press center knob to enter channel configuration menu   

3.   Press DOWN arrow F1 to highlight SPAN 

4.   Press center knob to change parameter 



5.   Turn center knob to select the value given in the configuration table shown at the end 

6.   Press center knob to select 

7.   Press DOWN arrow F1 to highlight TOPSCALE 

8.    Press center knob to change parameter 

9.   Press center knob and turn to select ON 

10. Press center knob to select 

11.  Press DOWN arrow F2 to highlight SETPOINT 

 12.  Press center knob to change parameter 

13.  Turn center knob to value indicated in the configuration table shown at the end 

14.  Press center knob to select 

15.  Press DOWN arrow F2 to highlight ALARM ON or OFF 

16.  Press center knob to change parameter 

17.  Turn center knob to value indicated in the configuration table shown at the end 

18.  Press center knob to select 

19.  Press DOWN arrow F2 to highlight PROBE 

20.  Press center knob to change parameter 

21.  Turn center knob to value indicated in the configuration table shown at the end 

22.  Press center knob to select 

23.  Press center knob to change parameter 

24.  Press DOWN arrow F2to highlight LABEL 

25.  Press center knob to select parameter 

26.  Turn center knob to value indicated in the configuration table shown at the end 

27.  Press center knob to select 

28.  Press center knob to change parameter 

29.  Press UP arrow F1 multiple times until DONE shows  

30.  Press UP arrow F1 to DONE and press center knob, TC SET UP  will show 

31.  Press UP arrow F1 to DISPLAY SETUP and press center knob 



MGL AVIONICS Instrument TC1 Gauge Configuration 

HT6 configuration Table for HT6 craft 

EGTs  

DISPLAY SETUP 
Parameter Setting 

Backlight ON 

Disp MULT/HORI 

Contrast 2/3 

TC SETUP 
TC Channels 3 

Temp Unit F 

Channel 1, 2 and 3. See TC SETUP 
Span 1650 

Setpoint 1380 

Alarm ON/OFF ON 

Probe K type 

Label EGT 1, EGT 2, EGT 3 

 

 

 

 

 

 

 



MGL AVIONICS Instrument TC1 Gauge Configuration  

Configuration Table for HT6 Craft 

Water Temp 

DISPLAY SETUP 
Parameter Setting 

Backlight ON 
Disp MULT/HORI 
Contrast 2/3 
TC SETUP 
TC Channels 4 
Temp Unit F 
Channel 4, See TC SETUP 
 Top Scale O N 
Span 250 
Setpoint 210 
TOPSCALE ON 
Alarm ON/OFF ON 
Probe J type 
Label H20T 
 

 

 

 

 

 

 

 



EGT READS FIRST 
ON GAUGE
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